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1. Construction: 
 

Monocoque chassis, sealed to IP 55 (higher classifications optional) 
 
Weight:- 34Kg 
 
Size:– Width 395mm max when in  tracked configuration, 535mm max when in wheeled 
configuration, Length 870mm drawbridge down 790mm drawbridge up, Height (Stowed) 
400mm Max 

 
2. Mobility: 
 

Turning circle:- within diagonal length 
 
Speed:- (proportional control) 0-3Km/hr tracked configuration, 0-6Km/hr wheeled 
configuration. 
 
Stair Climb / descend capability (tracked configuration only):- Using auto configuration, 
Maximum stair angle 45 degrees, maximum riser height 200mm Maximum tread 200mm.  
Steeper angles possible with manual configuration. 
 
Typical obstacle climbing height:- 400mm (manual configuration) 
 
Typical gap / ditch traversing:- 500mm 
 
Articulated drawbridge for first stair and obstacle climbing. 
 
Ability to fit 4 wheels for rural and off road capability, track system retained when wheels 
are fitted to assist obstacle negotiation. 
 
Brakes:- Operator controlled brakes to hold vehicle stationary on stairs of slopes. 
 
Terrain:- 
 
 
 
 
 
 
 
 
 
 
Water fording capability:- 65mm tracked configuration 135mm wheeled configuration. 
 
Towing capability:- >1000Kg (terrain dependent) 

Paved 
Open Country 
Urban Settings 
Undergrowth 
Sand 
Aircraft Steps 
Aircraft Aisle 
Bus & Train 
Ship’s Gangway  
Ship/Submarine Passageway (Bracket available to allow bulkhead door traverse) 



  
 
 
 
 

Cyclops Mk4d Specification and Key Features  

 

 
 

 

 
This information is not intended 
to form the basis of a contract.  
Please contact ABP for further 

information. 

 
KC8516 Cyclops Spec issue 4, August 2005 

 

 
AB Precision (Poole) Ltd 

1 Fleets Lane 
Poole 
Dorset 

BH15 3BZ  UK 

 

3. Reach and Dexterity: 
 

Extending Arm:- extended length greater than 2 metres, retracted length within vehicle 
footprint. 
 
Position of arm:-  Adjustable from +90 degrees (Vertically upwards) to minimum -7 
degrees (below horizontal). 

 
Payload carrying head situated on extending arm.   
 
Pan facility:- +/- 185-degree rotation from normal front facing position. 
 
Tilt facility:- +/- 90 degrees from normal horizontal position with automatic system to keep 
head level as arm is raised and lowered. 
 
Payload head allows quick change mounting of disruptors, de-armers manipulators and 
other accessories. 
 
Maximum payload:- 10Kg (Dependant on arm position) 
 
Four firing circuits to allow initiation of weapons or other accessories.  
 
Manipulator has jaw capable of opening from 0 to 100mm.  Continuous rotation 
capability, grip force = 45Kg (f) (Optional manipulator 0 –230mm jaw opening continuous 
rotation capability). 
 
Proven capability to: 

 
 
 
 
 
 
4. Vision / Camera system: 
 

Payload carrying head contains: 
 
1 colour zoom camera (18 X Optical zoom + 4 times digital zoom) auto focus, auto iris, 
470 TV lines. 
 
1 black and white camera minimum 95 degree horizontal viewing angle, sensitivity 
minimum 0.0003 Lux at F1.4. 
 
2 spare video channels to allow fitment of extra cameras or other video systems. 

 
Forward facing 15 watt spot lamp 

Open Doors 
Move Furniture 
Search Overhead Lockers 
Search Underneath Vehicles/seats 
Search Vehicle Boots / Trunks / Engine Compartments etc 
Search Bunks 
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Note:  Standard accessories are: 
 
Lateral head assembly which includes a forward facing colour zoom camera and 15 watt 
spot lamp and a rear facing B/W camera including rear infra red illumination. 
 
Fixed B/W or colour cameras (up to 2 off) that can be located as required by the 
customer (typically rear facing and close-up of tool or accessory on head). 

 
5. Control System: 
 

Control is by radio control 300 to 1000m range (condition dependent) or Fibre Optic cable 
(100m or 200m options).  If Fibre optic cable is damaged in use control will automatically 
switch to radio control. 
 
Standard or customer specified radio frequencies (VHF, UHF, µW). 
 
Vehicle control from brief case style base station containing all control and 
communication equipment. 
 
2 selectable channels for data and video radio system. 
 
Video display 10.4 inch colour TFT LCD display (17 inch screen option available) with 
composite video output to optional external monitor. 
 
Vehicle control functions include:  
 
·  Vehicle drive, proportional joystick control 
·  Brake on / off control 
·  Arm extension and retraction, 2 speed control (High speed and operator adjustable 

low speed for accurate positioning) 
·  Arm raise and lower, 2 speed control (High speed and operator adjustable low speed 

for accurate positioning) 
·  Payload carrying head, pan and tilt controlled by joystick 
·  Automatic configuration for stair climb and descent 
·  Articulated drawbridge, up / down control 
·  1 of 4 camera selection system 
·  Colour camera zoom control 
·  Auxiliary camera tilt facility (if fitted) 
·  Video / data channel selection 
·  Arm control for firing circuits with visual indication of armed status 
·  Fire control for each of 4 firing ccts 
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6. Audio System: 
 

Vehicle mounted microphone, audio monitoring headphones at base station 
 
7. Power System: 
 

Vehicle power derived from 24V-battery complete with capacity gauge.  Typical mission 
duration > 2 hrs. 
 
Base station power derived from 12V battery system.  Quick change facility 

 
Options 

 
AB Precision are able to offer engineering solutions to assess and incorporate user specified 
accessories and equipment and to design and incorporate bespoke accessories to enable 
the vehicle to be used for specific user defined tasks and environments.  Typical accessories 
that may be incorporated and used are: 
 
·  Additional cameras (4 video channels max) 
·  Various wheel styles to suit terrain 
·  Hand held controller with video glasses 
·  Brackets to allow fitting of shot  

gun or other small arms 
·  X-Ray systems 
·  Chemical agent monitor systems 
·  Explosive “sniffer” systems 
·  Video overlay to display sensor information  

on display screen 
 
 
Armament 
·  Water disruptors up to maximum weight of 6Kg 
·  De-Armer systems up to maximum weight of 6Kg 
·  Shot gun or other small arms 
·  etc 


